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residential series ventilators 



WINCO RESIDENTIAL VENTILATORS ARE 
RECOMMENDED for many applications and 
uses by Architects and Contractors throughout 
the country. While these units are used ex¬ 
tensively in residential construction, they are 
also used in a variety of other applications such 
as: stores, warehouses, offices, clinics, wash¬ 
rooms, lavatories, rest rooms, dressing rooms, 
etc. Made of beautiful Anodized aluminum 
WINCO RESIDENTIAL VENTILATORS offer 
a durable and attractive unit for a large field 
of uses. 

FEATURES include complete no-draft ventila¬ 
tion adjustable to desired amount of air. Com¬ 
plete privacy where required by means of 
enclosed side “wings”. A complete package 
unit with glass and screen packed in individual 
cushioned cartons. No other accessories need¬ 
ed or required. Storm sash will be available 
interchangeable with screens. 

SPECIFICATIONS: Glass block ventilators 
shall be residential hopper type as manufac¬ 
tured by the WINCO VENTILATOR COM¬ 
PANY, INC., of St. Louis, Missouri. Frames 
shall be constructed of Extruded, Anodized 
Aluminum, alloy 63 ST-5, fillet torch welded 
into one solid member. Head section of ven¬ 
tilator to be load bearing for glass block above. 
Sash to consist of 7/32" glass retained in alum¬ 
inum side “wings” which interlock with frame 
member. Glass to rest in rubber extrusion at 
bottom to insure weather-seal. Top channel 
of aluminum to retain top edge of glass 
equipped with spring latch. Screens shall be 
made of extruded frames with Alclad 1 6 mesh 
screen cloth or equal. 

NOTE: WINCO RESIDENTIAL SERIES VENTILATORS 
are equipped with either clear Crystal sheet or obscure 
Factrolite glass 7/32" in thickness. When specifying, 
please note which type glass is required. 


one block high 



SIZES: WINCO RESIDENTIAL 
SERIES VENTILATORS are 
made in seven sizes for use 
with all sizes of glass blocks. 
Two types are available, one and 
two blocks high, having single 
and double “wings'* respec¬ 
tively. 

Np. 38 replaces three 8" blocks 
24" x 8" 



No. 48 replaces four 8" blocks 
32" x 8" 


vertical SECTION 
ONE BLOCK HIGH 



two blocks high 



vertical section 

TWO BLOCK HIGH 
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No. 16 

replaces four 

8" blocks 

16" 

X 

16’ 

No. 68 

six 

8" “ 

24" 

X 

16' 

No. 88 

eight 

8" “ 

32" 

X 

16' 

No. 86 

eight 

6" “ 

24" 

X 

12' 

No. 106 

ten 

6" “ 

30" 

X 

12' 
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BATHROOMS WITH WINCO VENTILATORS and glass 
block are beautiful and practical. Free from rust or corro¬ 
sion in high moisture conditions. Assure complete privacy 
when open or closed. No draft, rain or snow can enter. 




KITCHENS need ventilation at all times. WINCO can be 
left open without fear of rain damage. 


OFFICES, HOSPITALS AND REST ROOMS. Install WINCO S 
for overall ventilation. No draft on desks or personnel. Used 
in operating rooms as supplement to air-conditioning. 
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“BELT” CONSTRUCTION 



PLAN 



DATA 

Above drawings show example of Winco Residential Units placed 
in continuous “Belt” construction. This type of construction may 
be accomplished without the use of any extra accessories, requiring 
only the use of a 3 /s" head joint to properly work block across the 
panel. Note that mullion arrangement is a slip-fit and requires no 
tools or accessories to assemble. These units are load bearing for 
the block above. Mullions can be furnished in extra length to tie 
into sill construction if desirable to place ventilator units on sill. 
We recommend the use of tie reinforcements continuously across 
the entire panel, placed at the joint on the head of ventilator units 
and tied into jamb construction. Width of panel can vary in 
standard multiples to fit ventilators, which are furnished in two 
widths, 24" and 32". 

INSTALLATION 

Installation of these units is simple, however care should be taken 
to see that mortar joints bounding ventilator are full solid joints to 
insure weather tightness. Lay glass blocks to desired sill height. 
Set ventilator plumb and level on solid bed mortar joint. Build 
blocks up on both sides of ventilator being sure that vertical joints 
adjacent to ventilator are slushed solid. Care should be taken to 
align courses so that a bed joint is provided on head member of 
ventilator for course of block resting thereon. Ventilators should 
be caulked on the outside at sill and side members where flanges 
meet glass blocks. It is advisable to coat exposed part of ventilator 
units with oil or light grease in order to protect the finish during 
construction. Avoid the use of acid in cleaning. 
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commercial series ventilators 


CONTROLLED VENTILATION IN 
GLASS BLOCK INSTALLATIONS 

with WINCO commercial series ventilator 
units. Designed and engineered specifically for 
use in glass block construction, these ventila¬ 
tors are made of beautiful extruded aluminum. 
Life-expectancy of unit equals that of glass 
block with practically no maintenance. De¬ 
signed for maximum ventilation area and 
vision. 



Advantages of WINCO commercial series ven¬ 
tilators. These units afford efficient controlled 
ventilation for all conditions. Operation is 
smooth and effortless due to proper design and 
balance. Easily operated by use of pole where 
installation is above normal height. Econom¬ 
ical because of long life without maintenance. 
Beautiful in appearance with smooth satin 
finish. These ventilators make an excellent 
supplement to air-conditioned areas and are 
available in sizes to furnish fire escape exits 
where required. 

Engineering Information Available 
on Request 


f FEATURES 

Special features of WINCO COMMERCIAL 
VENTILATOR UNITS include: 

SELF-CONTAINED UNIT, complete with hardware and screen 
finished with exception of glazing. No painting required. 

ADJUSTABLE to any desired amount of ventilation up to 70 
degrees, draft eliminated by upward deflection of air. 

FULL SUPPORT TO GLASS BLOCK ABOVE by means of rein¬ 
forced head member requiring no extra lintel or rods. 

BEAUTIFUL anodized, satin finish which will not turn dark or 
corrode. 

SCREENS made of aluminum and easily installed from the inside. 
STORM SASH which are interchangeable with screens available. 

WORKMANSHIP of a quality unsurpassed to produce a clean, 
precise and attractive unit to blend with glass block. 

PACKAGING is individual with strong box-board cartons to 
protect units against bending, scratching and other damage 
during shipment and handling. 

CONSTRUCTION. Construction of WINCO COM¬ 
MERCIAL SERIES VENTILATORS will meet the most rigid 
specifications which includes the following: 

ALL ALUMINUM construction, heavy extruded frame and sash 
of 63 ST-5 alloy. 

WELDED FRAME assembly made in accurate jigs. All frame 
joints are fillet torch welded for maximum strength and 
weather tightness. 

WEATHER-TIGHT FIT, accurately fit sash with two point con¬ 
tact on all four sides to insure complete seal. 

EXTRA WIDE SASH MEMBER to take up to 34" double glazed 
units. 

HEAVY CAST BRONZE LATCH of highest quality to insure 
long life usage. 

ANODIZED FINISH gives beautiful satin surface to insure long 
life free of corrosion. 

SCREENS made of extruded aluminum frames with Alclad 
Aluminum screen cloth or equal. 

STORM SASH made of extruded aluminum, interchangeable 
with screens. 

APPLICATIONS 

WINCO COMMERCIAL VENTILATORS are designed for 

OFFICES for overall ventilation or supplement to air-condition¬ 
ing. No draft on personnel or desks by means of controllable 
tilt-top design. 

SCHOOLS for complete ventilation and vision. Rugged construc¬ 
tion of these units insure many years of trouble free usage. 
Sizes with large clear openings for fire exit purposes. Very 
low maintenance cost. Controlled ventilation without draft. 

HOSPITALS AND CLINICS. With the universal use of glass 
block in this type of installation, WINCO VENTILATORS 
fill the need for clean practical units for overall ventilation 
and supplement to air-conditioning. Anodized finish insures 
clean sanitary conditions. Low maintenance cost. 

STORES where maintenance problems are of prime importance 
are ideal types of construction for the use of WINCO VEN¬ 
TILATORS with glass block. 

WAREHOUSES AND FACTORIES require rugged equipment 
and low cost maintenance plus efficient ventilation. 

DAIRY PLANTS where sanitation and durability are of prime 
importance. Anodized WINCO VENTILATORS are not ef¬ 
fected by high moisture and lactic acid conditions. 

INSTITUTIONS of all types where rugged durability and low 
maintenance costs are a major problem. 
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SIZES 

WINCO COMMERCIAL VENTILATORS are available 
in six stock sizes as shown below. Information con¬ 
cerning special sizes will be given at time of request. 
Note: Sizes of ventilator units are made to conform 
with standard glass block construction with joints 
ranging from V 4 " to %" in thickness. 



SPECIFICATIONS 

Glass block ventilators shall be commercial projected 
type as manufactured by the WINCO VENTILATOR 
COMPANY, INC., of St. Louis, Missouri. Frames 
shall be constructed of Vs" extruded Anodized alum¬ 
inum, alloy 63 ST-5, fillet torch welded into one solid 
member. Head section of ventilator units to be rein¬ 
forced and load bearing for glass block above. Sash to 
be extruded aluminum, alloy 63 ST-5, width being 
sufficient to take V2" double glazed units. Sash to be 
equipped with heavy cast bronze, spring latch with 
ring handle. Screens shall have extruded aluminum 
frames, screen cloth to be 16 mesh Alclad aluminum 
or equal. Glazing, supplied by others. 

INSTALLATION 

Installation of these units is simple, however care 
should be taken to see that mortar joints bounding 
ventilator are full solid joints to insure weather tight¬ 
ness. Lay glass blocks to desired sill height. Set ven¬ 
tilator plumb and level on solid bed mortar joint. 
Build blocks up on both sides of ventilator being sure 
that vertical joints adjacent to ventilator are slushed 
solid. Care should be taken to align courses so that a 
bed joint is provided on head member of ventilator for 
course of block resting thereon. Ventilators should be 
caulked on the outside at sill and side members where 
flanges meet glass blocks. It is advisable to coat ex¬ 
posed part of ventilator units with oil or light grease 
in order to protect the finish during construction. 
Avoid the use of acid in cleaning. 
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MULLION ‘C SCALE 3 - FULL SIZE 


DATA 

Above are shown examples and details of the application of Winco 
Commercial projected type ventilator units for continuous fenes¬ 
tration construction. These units are made in two sizes, being 
40" x 24" and 40" x 32". The 40" width being figured from cen¬ 
ter of mullion to center of mullion thereby working block. In 
head detail “A” note aluminum plate. This member is continuous 
for the entire length of the panel and is flanged up at columns. 
It is fastened to the column at either end with bolts through the 
web. These units are load bearing and no extra accessories, such 
as channels or angles, are required. Mullion sections are furnished 
in extra length to tie into sill construction. Box formed by mul- 
lions and at columns should be stuffed with a glass wool or 
similar insulation. We recommend the use of tie reinforcements 
continuously across the entire panel and tied into jamb. 
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commercial series ventilators . . . details 




CAULK 


OUTSIDE 

Ji^MORTAR 


BRONZE 

SPRING 

CATCH 


CAULK 





VERTICAL 

SECTION 

Full Scale 


MORTAR 


ELT LINER 


HORIZONTAL 

SECTION 

Full Scale 


scale: full size 



















































































































































































single block 
ventilators 


INDIVIDUAL UNIT VENTILATORS 


Inside View 


SIZES 

WEATHER-BLOC are made in three standard sizes to conform 
with all three sizes of glass block on the market. 

12" — 11 3 /V' x 1 1 equal to standard 1 2" glass block 

8" — 7 3/4" x 7 3/4" 8" “ “ “ “ 

6" — 5 3 / 4 " x 53/4" 6" .. 

CONSTRUCTION 

WEATHER-BLOC are sturdily built of stainless steel, reinforced 
and ribbed for added strength. Corrugations are arranged to allow 
for expansion and contraction and to retain and adhere to mortar. 
Thick glass louvre-diffusers are provided at the outside to break 
up light and air before it can enter, also deflect rain, snow and 
dust particles. Inner louvres, which are air tight sealing, are made 
of plate glass, retained in stainless steel frames which parts are 
easily removed for cleaning. Adjustable to direct air either upward 
or downward. Each unit is equipped with 16 mesh screen perm¬ 
anently installed. 

AVAILABLE from our stock on order in all sizes. Packaged four 
to a carton strongly reinforced. 

Order 12"-8" or 6" WEATHER-BLOC from your local WINCO 
DEALER or DISTRIBUTOR. 


SINGLE BLOCK UNITS 

WEATHER-BLOC SINGLE UNIT VENTILATORS fill 
the need for ventilation where larger units are imprac¬ 
tical and glass block panels are of a size too small. 
Very versatile since each is the exact size of any glass 
block and may be located any place in a panel. 
WEATHER-BLOC can be arranged to form a design 
in keeping with the pattern of construction in which 
they are used. 

FEATURES 

WEATHER-BLOC are exact size of glass block making installation 
as simple as laying of block itself, no caulking is required. A 
complete package unit in itself with no other accessories neces¬ 
sary. Beautiful in appearance to harmonize with all patterns of 
glass block. Practical for installation in panels already in place 
simply by breaking out a block and replacing with a WEATHER- 
BLOC. Durable, made of satin finished stainless steel and glass. 
Controlled ventilation by means of two plate glass louvres, smooth 
in operation with no draft. 


Outside View 


Weather-bloc 

TRADE MARK 


WINCO VENTILATOR CO., INC 




























ventilators and fans in glass block 



glass block exhaust fans 

WINCO FANS are made especially to fit and for use in glass block panels. 
Beautifully finished as well as efficient in operating economy. 

ADVANTAGES AND APPLICATIONS. WINCO FANS are easy to install 
since they are a complete self-contained unit. Installation can be effected 
in glass block panels which are already in place (see assembly pictures) 
Automatic switch starts motor when door is opened and stops motor when 
door is closed. These fans are ideal for use in applications where forced 
ventilation is desired, such as: bathrooms, washrooms, lavatories, kitchens, 
offices, etc. 



types and sizes 

WINCO FANS are available in 
sizes to fit all standard size 
glass blocks. There is a size to 
fit all needs and type of instal¬ 
lations. 

three stock sizes 

No. 8 for 1 — 8" x 8" glass block 
No. 46 for 4 — 6" x 6" glass blocks 
No. 48 for 4 — 8" x 8" glass blocks 




No. 46 and No. 48 
For 4—6" x 6" or 
4—8" x 8" Blocks 


No. 8 for 
1—8" x 8" Block 


assembly 

1. Outside louvre and frame. 

2. Inside retainer frame and ring. 

3. Inside face and frame retaining motor and blades. 



specifications 

Wiring: Heavy rubber covered cord and plug. 

Motor. Induction type. No brushes, no radio interfer¬ 
ence. Bronze self-aligning bearihgs. 

Current: 110-20 V. 50-60 cycle. A. C. 1450 R. P. M. 

Control: Door-operated switch, with hooked rod for 
opening door. 

Finish: Heavy galvanized iron louvre and box with 
baked white enamel interior finish with black 
trim. 

Capacity: No. 8 fan—250 C. F. M. No. 46 fan—400 
C. F. M. No. 48 fan—850 C. F. M. 

Blades: One piece aluminum. 
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